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18V - 165 mm
Cordless Circular Saw
C1806DA

1  Weight according to EPTA-Procedure 01/2014.
2  Standard accessories vary by country or area.

Specifications
Saw blade diameter 165 mm

Saw blade bore diameter 20 mm

Max. cutting depth 90° angle 57.0 mm

45° angle 38.0 mm

Max. bevel angle 45°

No-load rotation speed 3,800 /min.

Voltage 18V

Battery 18V and MULTI VOLT

Motor brake Yes

Dimensions (L x W x H) 291 x 212 x 267 mm

Weight with BSL1850C1 3.5 kg

Standard accessories2

2x battery BSL1850C

Charger UC18YFSL

Saw blade for wood

Parallel guide

Hex key

Dust extraction adapter

Stackable case HSC IV

Characteristics
Powerful motor for fast and precise cutting jobs 

Lightweight and ergonomic design

Motor brake for fast blade stop and user safety

Robust and easy gliding steel baseplate

Battery indicator 

Compatible with all HiKOKI 18V and MULTI VOLT batteries

Further versions

C1806DAW2Z: saw blade for wood, parallel guide, hex key,  
dust extraction adapter, stackable case HSC IV

C1806DAW4Z: saw blade for wood, parallel guide, hex key,  
dust extraction adapter, cardboard box

Lightweight and ergonomic design

Robust and easy gliding steel baseplate

165 mm saw blade for 57 mm cutting depth

Powerful 18V motor for fast and precise cuts


